


Mounting accessories to your aerobar
Aerolink / Microlink
Slightly loosen one arm of your aerobar. Gently spread the

ends of your aerobar and place the bridge into the tubes
so that the logo faces forward.

Aerolink Fibre Alternately tighten each bolt until the Aerolink/Microlink

is flush with the tops of the bars.
Max allowable torque: Aerolink: 3 Nm / Microlink: 2 Nm.
» Note: A certain amount of tension is normal when the

;;1"‘ Aerolink/Microlink has been installed, and actually contri-
butes to the overall rigidity and stability of your aerobar.

Microlink Align your aerobar and re-tighten the clamps according to

the manual

Only Aerolink: The center section of the Aerolink is designed to accept most cycle
computers. A longer wire, provided as an accessory by some computer manufacturers,
may be necessary.

Syntace Computer Mount

Grease the threads of the provided alloy bolt and screw it
through the Computer Mount and into the threaded insert
just behind the first bend of the aerobar. Max allowable
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Computer Mount torque: 3 Nm.

Syntace 31.8 Kit

If you do not mount the Syntace 31,8 Kit on a Syntace bar,
please check with the handlebar manufacturer if sufficient
clamping is achieved at a max of 10Nm.

31.8-Kit

Syntace 26.0 Kit
If you do not mount the Syntace 26.0 Kit on a Syntace bar,
please check with the handlebar manufacturer if sufficient

clamping is achieved at a max of 10Nm.

26.0-Kit

Syntace Lifter

Place the Lifters between the upper clamps of your aerobar
and the base handlebar. Grease the threads of the provided
longer bolts. Insert them into the lower clamps and the
Lifters, then thread them intothe upper clamps. As in your

Lifter

initial installation, alternately tighten each bolt until the
flat surfaces of the clamps are parallel to each other. Maximum torque is 10 Nm.
Note: the lifters are not recommended in combination with the 31.8 Kit.

Syntace NOB & NOB XL

Position the NOB or the NOB XL in the centre area of the
aerobar.

Please do not overtighten the bolts.

Nob

Which acessory is designed - v
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Microlink 36 mm/46 mm * o (o o
Computer Mount o °
Nob/Nob XL ° ° ° ° °
31.8-Kit ° ° ° °
26.0-Kit °
Lifter ° ° ° °

*Use Microlink 46 only in combination with the C3 aerobar

Care, maintenance and safety

Proper maintenance and care will ensure a long life and reliable function of your Syntace

products. Please follow these simple steps to maintain your system:

® Check the inside of your Syntace stem regularly for moisture and remove if found.

® Check screws for proper torque regularly.

e Check bar regularly for signs of fatigue (discoloration, cracks and dents, for example).

® Warning: Upon longer exposure, brake fluid may attack epoxies and resins as well as
other coatings used in carbon components (Brake fluid is highly deliquescent). There-
fore, if brought into contact with any carbon component such as handle bars please
ensure that the affected area is thoroughly cleaned with water to avoid any damage.

® Should the Syntace bar be bent because of a crash: Never attempt to straighten it!
Contact your dealer or Syntace to arrange for replacement.

® The Biowing pads can be washed in warm water with a mild washing detergent.

® The pads should never be exposed to temperatures above 70°C or exposed to direct

sunlight. The inside of closed vehicles can reach very high temperatures in summert!

® Remove the pads when transporting your bike on a bike carrier and do not compress

the pads for long periods of time.

Warranty

Instead of the legally required 2 year warranty, Syntace gives 10 years warranty from
date of purchase on all material and manufacturing defects.

Only condition: All components are to be installed and used as outlined in the owner's

manual.

Within the warranty period faulty components will be assessed by Syntace Germany and
accordingly either repaired or replaced.

The exchange of a Liteville frame within the warranty period occurs free of charge within
the first 5 years warranty, in the 5 -10th year a 50% discount on the respective current
retail price is offered. For the Liteville 901 frame we give 3+7 years warranty, downhill
use included.

If you would like to report a warranty case please send the component with a written

explanation to:

Syntace GmbH, Dammweg 1, 83342 Tacherting / Germany
Tel. +49 8634-66 666, Fax: 6365, Email: syntace@syntace.de

In addition, we will make a special goodwill-offer to every Syntace or Liteville owner for
misuse or damage - even if you are at fault - due to accident influences ("Bike on roof
rack against garage wall"), even after years of use. With Syntace and Liteville products

you are in good hands, even after you have made the purchase!

Your Syntace Team,

Jo Klieber
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